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A/Quantity

1

4

1MODULE  -  CM  017

CM  017-xx-

2

3

1

has

has

Spitter  Modules  Nomenclature

MANUFACTURER'S  PLATE  2017  -  2  HPL

xx

Hint

CM  017-xx-A

50x50  TUBE  SEALING  -  SPITTER  BRACKET 00

00

DESIGNATION  2DESIGNATION  1

M194210577

M190010502
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B/Quantity
SEALING  FOOT  -  50x50  TUBE  -  SHORTM130001094

CM  017-xx-
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MODULE  -  CM  017
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Nomenclature  Modules  Short  Sealing

xx

Hint

CM  017-xx-B

1

4

1MANUFACTURER'S  PLATE  2017  -  2  HPL

DESIGNATION  2DESIGNATION  1

has

has
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C/Quantity
SEALING  FOOT  -  50x50  TUBE  -  LONGM130000296

CM  017-xx-
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MODULE  -  CM  017

2
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3

Nomenclature  Modules  Long  Sealing

xx

Hint

CM  017-xx-C

1

4

1MANUFACTURER'S  PLATE  2017  -  2  HPL

DESIGNATION  2DESIGNATION  1

has

has
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CM  017

EN  1176  normative  reference

H=175

*  Free  fall  height

0
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TECHNICAL  VIEW
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FOUNDATIONS

Spring

LEGEND

Slide

Tob  Post

TO  THE  CODES

EXCEPT  STARBOARD  OPTION

1/50

Direct

stainless  steel  post

17  m²

INDEX  f
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80x80  
aluminum  post

163

173

442

421

SEALS

BE  CAREFUL  OF  THE  HEAT  GENERATION

NOTICES  OF

tube  Ø42.4

IMPLEMENTATION  PLAN

Boarding  net

Spiral

95

95

SUNNY  DAYS
NORTH /  NORTH  EAST /  NORTH  WEST

CORRESPONDENTS

Tunnel

Sealing

Sealing

Sealing

Sealing

Sealing

Sealing

Sealing

Sealing

Sealing

Sealing

Sealing

Sealing

Sealing

Carousel

COLORS

PLAN  A  SOIL  STUDY  
IF  

NECESSARY.

MODIFY  AND  
RESIZE  THE  PLOTS  

ACCORDING  
TO  THIS  STUDY.

6/6STANDARD  2017

FOR  DETAIL

or  aluminum

Tob  COOL

04/09/2019

BY  METAL  PARTS

CM  017

REFER  TO

CM  017_f

45x45  tube

50x50  tube

60x60  tube
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