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Machine Transiated by Googte

CT 30-3002-xx-A

ALUMINUM SEAL-ASPITTERSpitter MOd u IeS NomenCIatu e

(Il .

- Stainless steel slide - 5o

No. Item Code DESIGNATION QTY DESIGNATION 1 DESIGNATION 2 Hint
1 M130000535 SEALING FOOT - TUBE 45x45 - SPIT 1 00 f
2 M130000935 19 00 c
3 M131302052 50x50 TUBE SEALING - SPITTER BRACKET 2 00 f
4 CT30-1005-ALU-A1 CT30-1005-ALU-A1 1 00 2370 e
5 CT30-1005-ALU-A2 CT30-1005-ALU-A2 1 00 2370 -
6 CT30-1005-ALU-A3 CT30-1005-ALU-A3 1 00 2370 e
7 CT30-1005-ALU-A4 CT30-1005-ALU-A4 1 00 2370 -
8 CT30-1005-ALU-A5 CT30-1005-ALU-A5 1 00 2370 -
9 CT30-1005-ALU-B1 CT30-1005-ALU-B1 1 00 2650 -
10 CT30-1005-ALU-C1 CT30-1005-ALU-C1 1 00 4400

11 CT30-1005-ALU-C2 CT30-1005-ALU-C2 1 00 4400 ~
12 CT30-1005-ALU-D1 CT30-1005-ALU-D1 1 00 4500 -
13 CT30-1005-ALU-D2 CT30-1005-ALU-D2 1 00 4500 -
14 CT30-1005-ALU-D3 CT30-1005-ALU-D3 1 00 4500 -
15 CT30-1005-ALU-E1 CT30-1005-ALU-E1 1 00 4550 -
16 CT30-1005-ALU-E2 CT30-1005-ALU-E2 1 00 4550 -
17 CT30-1005-ALU-F1 CT30-1005-ALU-F1 1 00 4640 -
18 CT30-1005-ALU-F2 CT30-1005-ALU-F2 1 00 4640 -
19 CT30-1005-ALU-F3 CT30-1005-ALU-F3 1 00 4640 -
20 CT30-1005-ALU-G1 CT30-1005-ALU-G1 1 00 4700 -
21 CT30-1005-ALU-G2 CT30-1005-ALU-G2 1 00 4700 -
22 CT30-1005-ALU-H1 CT30-1005-ALU-H1 1 00 5200 -
23 M130000549 ALUMINUM BATTEN - 45x45L - 615 - STANDARD 12 00 f
24 M130000554 ALUMINUM BATTEN - 45x45L - 615 - WALL 3 00 d
25 M130000555 ALUMINUM BUTT - 45x30 - 615 - STANDARD 8 00 f
26 M130000608 ALUMINUM BATTEN - 45x45L - 615 - SLIDE 10 00 f
27 M130000761 ALUMINUM BUTT - 45x30 - 615 - CENTRAL 12 00 c
28 M130000856 ALUMINUM BUTT - 45x45L - 615 - LOW RISER 9 00 f
29 M130000933 ALUMINUM POST CAP 13 00 b
30 M130001155 ALUMINUM BATTEN - 45x45L - 615 - CURVED BARS 1 00 d
31 M130100624 VERTICAL ACCESS CLIMBING 180 2 XX g
32 M130200886 FLOOR - Riser 280 4 XX f
33 M130300455 JUNGLE LEVEL RAILING - LEFT JUNGLE 2 XX f
34 M130300462 JUNGLE BAMBOO RAILING 1 XX f
35 M130300463 JUNGLE RAILING 1 XX f
36 M130300631 RAILING - Left access 1 IS f
37 M130301569 IVY JUNGLE RAILING 3 XX f
38 M130501575 SLIDE - 180 - JUNGLE 1 XX g
39 M130800958 FURNITURE - RIGHT BENCH 3 XX f
40 M140102798 ACCESS - SECURITY BARS ALUMINUM POSTS 1 00 g
41 M140203031 FLOOR - Riser 840 - JUNGLE 1 XX f
42 M140302291 RAILING - Left sloped access 1 XX f
43 M140502788 WALL - Closing 180 1 XX f
44 M180508573 RIGHT DESCENT MASTS 180 1 00 - SPITTER A SPITTER a0l
45 M150304055 PLAYFUL RAILING - LEAVES 1 XX f
46 M170007252 STAINLESS STEEL HEXAGONAL POST CAP 6 00 -
47 M170207790 FLOOR - Riser 560 1 XX f
48 M170307422 VIKING REINFORCEMENT BOARDS 1 2 XX f
49 M180209259 FLOOR - Riser 1120 - JUNGLE 2 XX f
50 M180308615 RAILING - GRID 615x1300 5 XX f
51 M181708237 ALUMINUM BATTEN - 45 x 45 in L - 1320 - TOB SPY GLOBAL PLAY FIXING 1 00 b
52 M190010501 MANUFACTURER'S PLATE 2017 - 1 HPL 1 00 b
53 M190211298 FLOOR - Riser 280 - LEFT OVERLAP 1 XX f
54 M190310550 2017 HANDLE - DESCENT MAST 2 XX f
55 M200313329 CT 18-2004 - ROOF RAILING 2 XX f
56 M200313332 RAILING - Departure TOB PLASTIC SPY - CT 18-2004 1 XX f
57 M200513343 CURVED TUBE 3070 1 XX b
58 M200514034 TOB SPIRAL - OUTPUT SUPPORT + SCREWS 1 00 b
59 M200714498 CT 18-2004 - ROOF - Triangle JUNGLE 1 XX -
60 M201314054 SEALING - TOB SPIRAL - @88.9 - WITH SPITTER 2 00 ~
61 M220319232 RAILING - Tob Quali 6-14 years PF 1 XX f
62 M250324892 RAILING - OSMOZ - NO ENGRAVING - HPL + PLEXI FACADE 2 XX e
63 M250324955 HIGH RAILING - PLEXI - 615x1337 - CT 30 2 Burst 01 -
64 M250524888 TOB TUNNEL 1000 SUPPORT + COLLAR 1 XX b
65 M250524889 TOB TUNNEL 2150 SUPPORT + SCREWS 1 XX -
66 P130202098-30 FLOOR - Triangle Floor 6 30 f
67 P130202099-30 FLOOR - Wide trapeze floor 1 30 f
68 P130202100-30 FLOOR - Trapeze Floor 6 30 f
69 P180323366-00 ASSEMBLY - ACCESS - CURVED BARS 1 180 - SPITTER A SPITTER f
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Machine Transiated by Googte
Nomenclature Modules Short Sealing
CT 30-3002-xx-B | _ Q
AX - Stainless steel slide - ;T8
No. Item Code DESIGNATION QTY DESIGNATION 1 DESIGNATION 2 Hint
1 M130001094 SEALING FOOT - 50x50 TUBE - SHORT 2 00 f
2 M130001095 SEALING FOOT - TUBE 45x45 - SHORT 1 00 f
3 M131302053 ALUMINUM SEALING - SHORT 19 00 c
4 CT30-1005-ALU-A1 CT30-1005-ALU-A1 1 00 2370
5 CT30-1005-ALU-A2 CT30-1005-ALU-A2 1 00 2370
6 CT30-1005-ALU-A3 CT30-1005-ALU-A3 1 00 2370
7 CT30-1005-ALU-A4 CT30-1005-ALU-A4 1 00 2370
8 CT30-1005-ALU-A5 CT30-1005-ALU-A5 1 00 2370
9 CT30-1005-ALU-B1 CT30-1005-ALU-B1 1 00 2650
10 CT30-1005-ALU-C1 CT30-1005-ALU-C1 1 00 4400
11 CT30-1005-ALU-C2 CT30-1005-ALU-C2 1 00 4400
12 CT30-1005-ALU-D1 CT30-1005-ALU-D1 1 00 4500
13 CT30-1005-ALU-D2 CT30-1005-ALU-D2 1 00 4500
14 CT30-1005-ALU-D3 CT30-1005-ALU-D3 1 00 4500
15 CT30-1005-ALU-E1 CT30-1005-ALU-E1 1 00 4550
16 CT30-1005-ALU-E2 CT30-1005-ALU-E2 1 00 4550
17 CT30-1005-ALU-F1 CT30-1005-ALU-F1 1 00 4640
18 CT30-1005-ALU-F2 CT30-1005-ALU-F2 1 00 4640
19 CT30-1005-ALU-F3 CT30-1005-ALU-F3 1 00 4640
20 CT30-1005-ALU-G1 CT30-1005-ALU-G1 1 00 4700
21 CT30-1005-ALU-G2 CT30-1005-ALU-G2 1 00 4700
22 CT30-1005-ALU-H1 CT30-1005-ALU-H1 1 00 5200
23 M130000549 ALUMINUM BATTEN - 45x45L - 615 - STANDARD 12 00 f
24 M130000554 ALUMINUM BATTEN - 45x45L - 615 - WALL 3 00 d
25 M130000555 ALUMINUM BUTT - 45x30 - 615 - STANDARD 8 00 f
26 M130000608 ALUMINUM BATTEN - 45x45L - 615 - SLIDE 10 00 f
27 M130000761 ALUMINUM BUTT - 45x30 - 615 - CENTRAL 12 00 c
28 M130000856 ALUMINUM BUTT - 45x45L - 615 - LOW RISER 9 00 f
29 M130000933 ALUMINUM POST CAP 13 00 b
30 M130001155 ALUMINUM BATTEN - 45x45L - 615 - CURVED BARS 1 00 d
31 M130100624 VERTICAL ACCESS CLIMBING 180 2 XX g
32 M130200886 FLOOR - Riser 280 4 XX f
33 M130300455 JUNGLE LEVEL RAILING - LEFT JUNGLE 2 XX f
34 M130300462 JUNGLE BAMBOO RAILING 1 XX f
35 M130300463 JUNGLE RAILING 1 XX f
36 M130300631 RAILING - Left access 1 xx f
37 M130301569 IVY JUNGLE RAILING 3 XX f
38 M130501575 SLIDE - 180 - JUNGLE 1 XX g
39 M130800958 FURNITURE - RIGHT BENCH 3 XX f
40 M140102798 ACCESS - SECURITY BARS ALUMINUM POSTS 1 00 g
41 M140203031 FLOOR - Riser 840 - JUNGLE 1 XX f
42 M140302291 RAILING - Left sloped access 1 XX f
43 M140502788 WALL - Closing 180 1 XX f
44 M140502791 RIGHT DESCENT MASTS 180 1 00 SHORT/LONG a0l
45 M150304055 PLAYFUL RAILING - LEAVES 1 XX f
46 M170007252 STAINLESS STEEL HEXAGONAL POST CAP 6 00
47 M170207790 FLOOR - Riser 560 1 XX f
48 M170307422 VIKING REINFORCEMENT BOARDS 1 2 XX f
49 M180209259 FLOOR - Riser 1120 - JUNGLE 2 XX f
50 M180308615 RAILING - GRID 615x1300 5 XX f
51 M181708237 ALUMINUM BATTEN - 45 x 45 in L - 1320 - TOB SPY GLOBAL PLAY FIXING 1 00 b
52 M190010501 MANUFACTURER'S PLATE 2017 - 1 HPL 1 00 b
53 M190211298 FLOOR - Riser 280 - LEFT OVERLAP 1 XX f
54 M190310550 2017 HANDLE - DESCENT MAST 2 XX f
55 M200313329 CT 18-2004 - ROOF RAILING 2 XX f
56 M200313332 RAILING - Departure TOB PLASTIC SPY - CT 18-2004 1 XX f
57 M200513343 CURVED TUBE 3070 1 XX b
58 M200514034 TOB SPIRAL - OUTPUT SUPPORT + SCREWS 1 00 b
59 M200714498 CT 18-2004 - ROOF - Triangle JUNGLE 1 XX
60 M201314026 SEALING - TOB SPIRAL - @88.9 - SHORT 2 00
61 M220319232 RAILING - Tob Quali 6-14 years PF 1 XX f
62 M250324892 RAILING - OSMOZ - NO ENGRAVING - HPL + PLEXI FACADE 2 XX
63 M250324955 HIGH RAILING - PLEXI - 615x1337 - CT 30 2 Burst 01
64 M250524888 TOB TUNNEL 1000 SUPPORT + COLLAR 1 XX b
65 M250524889 TOB TUNNEL 2150 SUPPORT + SCREWS 1 XX
66 P130202098-30 FLOOR - Triangle Floor 6 30 f
67 P130202099-30 FLOOR - Wide trapeze floor 1 30 f
68 P130202100-30 FLOOR - Trapeze Floor 6 30 f
69 P130301757-00 ASSEMBLY - ACCESS - CURVED BARS 1 00 SHORT/LONG f
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CT 30-3002-xx-C

Machine Transiated by Googte

Nomenclature Modules Long Sealing

(Il .

- Stainless steel slide - 5o

No. Item Code DESIGNATION QTY DESIGNATION 1 DESIGNATION 2 Hint
1 M130000296 SEALING FOOT - 50x50 TUBE - LONG 2 00 b
2 M130001096 SEALING FOOT - TUBE 45x45 - LONG 1 00 f
3 M131302054 ALUMINUM SEALING - LONG 19 00 c
4 CT30-1005-ALU-A1 CT30-1005-ALU-A1 1 00 2370 -
5 CT30-1005-ALU-A2 CT30-1005-ALU-A2 1 00 2370 -
6 CT30-1005-ALU-A3 CT30-1005-ALU-A3 1 00 2370 m
7 CT30-1005-ALU-A4 CT30-1005-ALU-A4 1 00 2370 -
8 CT30-1005-ALU-A5 CT30-1005-ALU-A5 1 00 2370 -
9 CT30-1005-ALU-B1 CT30-1005-ALU-B1 1 00 2650 -
10 CT30-1005-ALU-C1 CT30-1005-ALU-C1 1 00 4400 -
11 CT30-1005-ALU-C2 CT30-1005-ALU-C2 1 00 4400 -
12 CT30-1005-ALU-D1 CT30-1005-ALU-D1 1 00 4500 -
13 CT30-1005-ALU-D2 CT30-1005-ALU-D2 1 00 4500

14 CT30-1005-ALU-D3 CT30-1005-ALU-D3 1 00 4500 -
15 CT30-1005-ALU-E1 CT30-1005-ALU-E1 1 00 4550 -
16 CT30-1005-ALU-E2 CT30-1005-ALU-E2 1 00 4550 -
17 CT30-1005-ALU-F1 CT30-1005-ALU-F1 1 00 4640 -
18 CT30-1005-ALU-F2 CT30-1005-ALU-F2 1 00 4640 -
19 CT30-1005-ALU-F3 CT30-1005-ALU-F3 1 00 4640 -
20 CT30-1005-ALU-G1 CT30-1005-ALU-G1 1 00 4700 -
21 CT30-1005-ALU-G2 CT30-1005-ALU-G2 1 00 4700 -
22 CT30-1005-ALU-H1 CT30-1005-ALU-H1 1 00 5200 -
23 M130000549 ALUMINUM BATTEN - 45x45L - 615 - STANDARD 12 00 f
24 M130000554 ALUMINUM BATTEN - 45x45L - 615 - WALL 3 00 d
25 M130000555 ALUMINUM BUTT - 45x30 - 615 - STANDARD 8 00 f
26 M130000608 ALUMINUM BATTEN - 45x45L - 615 - SLIDE 10 00 f
27 M130000761 ALUMINUM BUTT - 45x30 - 615 - CENTRAL 12 00 c
28 M130000856 ALUMINUM BUTT - 45x45L - 615 - LOW RISER 9 00 f
29 M130000933 ALUMINUM POST CAP 13 00 b
30 M130001155 ALUMINUM BATTEN - 45x45L - 615 - CURVED BARS 1 00 d
31 M130100624 VERTICAL ACCESS CLIMBING 180 2 XX g
32 M130200886 FLOOR - Riser 280 4 XX f
33 M130300455 JUNGLE LEVEL RAILING - LEFT JUNGLE 2 XX f
34 M130300462 JUNGLE BAMBOO RAILING 1 XX f
35 M130300463 JUNGLE RAILING 1 XX f
36 M130300631 RAILING - Left access 1 XX f
37 M130301569 IVY JUNGLE RAILING 3 XX f
38 M130501575 SLIDE - 180 - JUNGLE 1 XX g
39 M130800958 FURNITURE - RIGHT BENCH 3 XX f
40 M140102798 ACCESS - SECURITY BARS ALUMINUM POSTS 1 00 g
41 M140203031 FLOOR - Riser 840 - JUNGLE 1 XX f
42 M140302291 RAILING - Left sloped access 1 XX f
43 M140502788 WALL - Closing 180 1 XX f
44 M140502793 RIGHT DESCENT MASTS 210 1 00 SHORT/LONG ~
45 M150304055 PLAYFUL RAILING - LEAVES 1 XX f
46 M170007252 STAINLESS STEEL HEXAGONAL POST CAP 6 00
47 M170207790 FLOOR - Riser 560 1 XX f
48 M170307422 VIKING REINFORCEMENT BOARDS 1 2 XX f
49 M180209259 FLOOR - Riser 1120 - JUNGLE 2 XX f
50 M180308615 RAILING - GRID 615x1300 5 XX f
51 M181708237 ALUMINUM BATTEN - 45 x 45 in L - 1320 - TOB SPY GLOBAL PLAY FIXING 1 00 b
52 M190010501 MANUFACTURER'S PLATE 2017 - 1 HPL 1 00 b
53 M190211298 FLOOR - Riser 280 - LEFT OVERLAP 1 XX f
54 M190310550 2017 HANDLE - DESCENT MAST 2 XX f
55 M200313329 CT 18-2004 - ROOF RAILING 2 XX f
56 M200313332 RAILING - Departure TOB PLASTIC SPY - CT 18-2004 1 XX f
57 M200513343 CURVED TUBE 3070 1 XX b
58 M200514034 TOB SPIRAL - OUTPUT SUPPORT + SCREWS 1 00 b
59 M200714498 CT 18-2004 - ROOF - Triangle JUNGLE 1 XX

60 M201314025 SEALING - TOB SPIRAL - @88.9 - LONG 2 00 -
61 M220319232 RAILING - Tob Quali 6-14 years PF 1 XX f
62 M250324892 RAILING - OSMOZ - NO ENGRAVING - HPL + PLEXI FACADE 2 XX -
63 M250324955 HIGH RAILING - PLEXI - 615x1337 - CT 30 2 Burst 01 -
64 M250524888 TOB TUNNEL 1000 SUPPORT + COLLAR 1 XX b
65 M250524889 TOB TUNNEL 2150 SUPPORT + SCREWS 1 XX e
66 P130202098-30 FLOOR - Triangle Floor 6 30 f
67 P130202099-30 FLOOR - Wide trapeze floor 1 30 f
68 P130202100-30 FLOOR - Trapeze Floor 6 30 f
69 P130301757-00 ASSEMBLY - ACCESS - CURVED BARS 1 00 SHORT/LONG f
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Machine Translated by Google

CT 30-1005 b ASSEMBLY INSTRUCTIONS @M&&&
OB o s
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Machine Translated by Google

CT 30-1005_b

ASSEMBLY INSTRUCTIONS @

210 240
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FLOORS AND
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hexagonal posts
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h | No. ltem Code DESIGNATION QTY DESIGNATION 1 DESIGNATION 2 Indpx
E;(tasg svrl]tah Stal n | ess Steel cans @ M130000549 ALUMINUM BATTEN - 45x45L - 615 - STANDARD 3 00 f
. . @ M130000555 ALUMINUM BUTT - 45x30 - 615 - STANDARD 2 00 f
floors @ M130000608 ALUMINUM BATTEN - 45x45L - 615 - SLIDE 9 00 f
@ M130000856 ALUMINUM BUTT - 45x45L - 615 - LOW RISER 5 00 f
M130001155 ALUMINUM BATTEN - 45x45L - 615 - CURVED BARS 1 00 d
@ M181708237 ALUMINUM BATTEN - 45 x 45 in L - 1320 - TOB SPY GLOBAL PLAY FIXING | 1 00 b
P130202098-30 FLOOR - Triangle Floor 6 30 f
P130202099-30 FLOOR - Wide trapeze floor 1 30 f
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CT 30-1005 b ASSEMBLY INSTRUCTIONS @M%&
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CT 30-1005_Db ASSEMBLY INSTRUCTIONS

MAIN TOWER -
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CT 30-1005_b TECHNICAL VIEW @M%@

H=520 860

| 17100 CT30-1005b |
[

1182 ‘

* Free fall height
EN 1176 normative reference
H: Total height of the equipment
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CT 30-1005_b

POST DESIGNATIONS

oLy,

cable car platforms and

roof not shown
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hexagonal posts

green bubbling = hexagonal posts with stainless steel c@ps
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CT 30-1005_b

IMPLEMENTATION PLAN @

LEGEND
@
S

Sealing
stainless steel post

or aluminum

Sealing

80x80
aluminum pds

-

Sealing
tube @42.4

Sealing
50x50 tube

Sealing
45x45 tube

Sealing
Boarding net

Sealing
Spring

Sealing
Carousel

Sealing
Direct

Sealing
60x60 tube

Sealing
Tob COOL

Sealing
Tob Post
Spiral

Sealing

Slide

Tunnel

Sealing
Type "HEXA"

on the ground

Sealing
AERIAL Tour

JJoeceeceece oo

FOR DETAILS OF
SEALANTS SE
REFER TO THE INSTRUCTIONS
OF FOUNDATIONS
CORRESPONDENTS
TO COLOR CODES

PLAN A SOIL STUDY
IF NECESSARY.
Minimum ground resistance: 1.5bar
(15t/m2)
Maximum wind load:
230km/h
Maximum snow load:

9.5kN/m?
IF THESE VALUES ARE EXCEEDED,
PLEASE CONTACT
THE DESIGN OFFICE TO SIZE £
THE FOUNDATIONS % o
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BE CAREFUL OF THE HEAT GENERATION
BY METAL PARTS
SUNNY DAYS

ORIENTATION OF THE SLIDES
NORTH /NORTH EAST / NORTH WEST ¥
EXCEPT STARBOARD OPTION
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38 M130502262 SLIDE - 180 - JUNGLE - STARBOARD 1 XX g
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B SEALING “HEXA” STRUCTURE ON THE GROUND - RECOMMENDATIONS QMI !

The recommendations do not take into account a given location.
Soil study recommended in order to know the exact value of the soil's bearing capacity.

SPITTER SEALS

& RECOMMENDATIONS:
- 4 expansion anchors M10x100 (not supplied)
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Units in mm

: - = Gravel bed
X*: 300mm for HCL § 2m -
400mm for HCL § 3m for drainage

If these values are exceeded, » Ground resistance: 1.5 bar (15t/m?)

e PAS DE FONDATIONS APPARE"TES] g' CONCRETE C20/25 please contact the design office for « Wind load: 230km/h

@' ) size the seals. * Snow load: 9.5kN/m2
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