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Machine Translated by Google

CV 001-xx-A Spitter Modules Nomenclature @M%&

No. Item Code DESIGNATION QTY DESIGNATION 1 DESIGNATION 2 Hint
1 M131302052 50x50 TUBE SEALING - SPITTER BRACKET 6 00 f
2 M190010501 MANUFACTURER'S PLATE 2017 - 1 HPL 1 00 b
3 M224718336 CV 001-T01 - DECOR 1 XX f
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CV 001-xx-B Nomenclature Modules Short Sealing @M
o '.
No. ltem Code DESIGNATION CV 001-xx-B/Quantity DESIGNATION 1 DESIGNATION 2 Hint
1 M130001094 SEALING FOOT - 50x50 TUBE - SHORT 6 00 f
2 M190010501 MANUFACTURER'S PLATE 2017 - 1 HPL 1 00 b
3 M224718336 CV 001-T01 - DECOR 1 XX f
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CV 001-xx-C Nomenclature Modules Long Sealing @M%&
No. Item Code DESIGNATION CV 001-xx-C/Quantity DESIGNATION 1 DESIGNATION 2 Hint
1 M130000296 SEALING FOOT - 50x50 TUBE - LONG 6 00 b
2 M190010501 MANUFACTURER'S PLATE 2017 - 1 HPL 1 00 b
3 M224718336 CV 001-TO1 - DECOR 1 XX f
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CV 001-TO1_f TECHNICAL VIEW 0
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* Free fall height
EN 1176 normative reference
H: Total height of the equipment
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CV 001-TO1_f IMPLEMENTATION PLAN 0

LEGEND

Sealing
stainless steel post

. or aluminum 497

. 195
Sealing

tube @42.4
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Sealing BRERRK
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50x50 tube
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Sealing
45x45 tube !

CVv 001
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Sealing
Boarding net

Sealing
Spring

&
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Sealing
Carousel

Sealing
Direct

Sealing

60x60 tube

Sealing

Slide

Tunnel

FOR DETAIL
SEALS
REFER TO
NOTICES OF
FOUNDATIONS
CORRESPONDENTS
TO THE CODES
COLORS

"™ BE CAREFUL OF THE HEAT GENERATION ORIENTATION OF THE SLIDES AL
-4 BY METAL PARTS NORTH / NORTH EAST / NORTH WEST {3
* SUNNY DAYS EXCEPT STARBOARD OPTION
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