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K/ \ 12 3004 VXX I\ ALUMINUMSEAL-ASPITTERSpltter Seallnq @ —_r
L]
No. Item Code DESIGNATION Qty DESIGNATION 1 DESIGNATION 2 Hint
3000 00 c

1 50x50 TUBE SEALING - bPlI TER BRACKET 00 f
2 M SEALING FOOT - ALUMINU BE 60x60 - WITH SPITTER 00 b
3 A12-3004 0 A12-3004 -V- 0x60-A10 00 2280 -
4 KA12-3 1: KA12-3004-V-60x60-A11 00 2280
5 Al2- 2 A12-3004-V-60x60-A12 00 2795 -
6 Al12-3 3 KA12-3 0x60-A13 00 2795

7 A A LU-AL 00 2867.66

8 A A LU-A2 00 2867.66

9 A U A U-A3 00 2617.94

10 A U-Ad A LU-A4 00 2370 -
1 Al U-A5 Al LU-A5 00 2370 -
12 A U-A6 A LU-A6 00 2617.94

13 Al U-A7 Al LU-A7 00 2343 -
14 A U-A8 A -A8 00 2090

15 Al U-A9 Al LU-A9 00 2090

16 9 ALUMINUM BATTEN - 45x45L - 615 - STANDARD 00

17 M 5 ALUMINUM BUTT - 45x30 - 615 - STANDARD 00 aaff
18 M 003119 ALUMINUM POST CAP 60x60 00 a
19 M180508570 RIGHT DESCENT MAST 120 - OSMOZ - A SPITTER 00 - SPITTER A SPITTER b
20 M140802821 FURNITURE - FLAG Cable car 6-14 years XX f
21 41702105 ALU BUTTON - 45x45L -TOB AVOLO 00 b
22 4180201 FLOOR DEPARTURE BAND xx

23 4180201 FLOOR DEPARTURE BAND xx - LEFT

24 60572 HALF MOO| ET-90 XX ffd
25 6180489 CABLE CAR ASSEMBLY L=10M L=10m - c
26 7080764 FURNITURE - FLAG Cable car 6+ years - Arrival TE XX f
27 M180308272 FACING ACCESS NET 1 XX

28 M180308302 KAHUTE - FACE MAT DESCENT 120 left XX ff
29 80608326 KA'HUTE 120 BOARDING NET XX

30 80708278 KAHUTE ROOF 2 XX if
31 81708980 ALUMINUM CLEATS - 45x45L - BOARDING NET - KAHUTTE 00
32 90010501 MANUFACTURER'S PLATE 2017 - 1 HPL 00 b
33 90010570 MANUFACTURER'S PLATE 2017 - 1 HPL ON POST 00
34 90110665 2017 KAHUTE ACCESS HANDLE - HPL LEFT XX ~
35 90110666 2017 KAHUTE ACCESS HANDLE - RIGHT HPL XX a
36 90112421 INCLINED ACCESS STAIRCASE 090 KA'HUTE - WIDTH 615 XX b
37 0038 TOB KAHUTE RAILING - 3 ENTRANCE FACADE - LEFT SLOPE - 2-10 years XX N
38 90312332 KAHUTTE - Railing 615 DEPARTURE OF TOB 2-10 YEARS XX b
39 903 KAHUTTE RAILING - 840 - Left Access XX -
40 903 PLAYFUL RAILING - KAHUTE LABYRINTH XX b
41 90611625 SUSPENSION BRIDGE NET - STRAIGHT BEAM XX h
42 90712324 ROOF - KA'HUTE Extension XX a
43 90712424 ROOF - KA'HUTE Telepheric Departure XX f
44 M190812285 KA'HUTE - WALL BENCH XX -
5 M191711642 ALUMINUM BATTEN - 45x45L - 615 - SUSPENSION BRIDGE NET + 2 BRACKETS 00

46 M191712682 ALU TASSEL - 45x45L - 615 - KAHUTE SLIDE 00 DRILL BUTTFOR SLIDE
a7 M191810575 ARRIVAL POST ASSEMBLY H=3000 - TO SPITTER XX g
48 M191810576 STARTING POST ASSEMBLY H=4000 - WITH SPITTER XX g
49 200114470 DOUBLE CLIMBING WALL KA'HUTE 90-120 XX b
50 200114540 2017 KAHUTE ACCESS HANDLE XX -
51 240523195 SLIDE - 120 - AVOLO STAINLESS STEEL SHED XX
52 240523198 SLIDE - 090 - AVOLO INOX XX ~
53 P130202098-30 FLOOR - Triangle Floor 30 f
54 P140206930-30 FLOOR - CABLE CAR DEPARTURE 30 g
55 P160211736-30 AVOLO SQUARE FLOOR LOW NET INCLINED DECK 30

56 P180224474-30 DEPARTURE FLOOR - CABLE CAR - TOWER 30 f
5758 P190327936-00 SEALING - KA HUTE Boarding Net - A spitter - 2019 00
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Nomenclature Modules
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Short Sealing s
Iltem Code DESIGNATION avaseit DESIGNATION 1 00 DESIGNATION 2 Index
130001094 SEALING FOOT - 50x50 TUBE - SHORT 00 T
0 ALUMINUM SEALING - SHORT 1 00 c
0 SEALING FOOT - Al INUM TUBE 60x60 - SHORT u 00 C
A12-3 A12-3004-V-60x60-A10 00 2280
Al12-3 A12-3004-V-60x60-A11 00 2280 .
Al12- A12-3004-V-60x60-A12 00 2795 -
Al2- A12-3004- 60-A13 00 2795 "
A A 04 LU-AL 00 2867.66
A A 4 LU-A2 00 2867.66
Al Al LU-A3 00 2617.94
Al A LU-A4 00 2370 -
A A -AS 00 2370
A A LU-A6 00 2617.94
No! A A LU-A7 00 2343
1 Al U Al U-A8 00 2090
2 A -V-ALU A12-3004-V-ALU-A9 00 2090
3 00549 ALUMINUM BATTEN - 45x45L - 615 - STANDARD . 00
4 M130000555 ALUMINUM BUTT - 45x30 - 615 - STANDARD o 00 ff
5 M140003119 ALUMINUM POST CAP 60x60 00
6 M140502892 RIGHT DESCENT MAST 120 - OSMOZ - A SPITTER SHORT/LONG b
7 M140802821 FURNITURE - FLAG Cable car 6-14 years XX f
8 M141702105 ALU BUTTON - 45x45L -TOB AVOLO > 00 b
9 M14180201. FLOOR DEPARTURE BAND xx
10 M14180201. FLOOR DEPARTURE BAND xx - LEFT
11 M16060572 HALF MOON NET - 90 XX ffd
12 M16180489. CABLE CAR ASSEMBLY L=10M L=10m - C
13 M17080764 FURNITURE - FLAG Cable car 6+ years - Arrival TE XX f
14 M180308272 FACING ACCESS NET 1 XX
15 M180308302 KAHUTE - FACE MAT DESCENT 120 left XX ff
16 M180608326 KA'HUTE 120 BOARDING NET XX
17 M180708278 KAHUTE ROOF 2 Xx i
18 M181708980 ALUMINUM CLEATS - 45x45L - BOARDING NET - KAHUTTE 00
19 M190010501 MANUFACTURER'S PLATE 2017 - 1 HPL 00 o
20 M190010570 MANUFACTURER'S PLATE 2017 - 1 HPL ON POST 00 a
21 M190110665 2017 KAHUTE ACCESS HANDLE - HPL LEFT XX
22 M190110666 2017 KAHUTE ACCESS HANDLE - RIGHT HPL XX a
23 M190112421 INCLINED ACCESS STAIRCASE 090 KAHUTE - WIDTH 615 Xx b
24 M19 0038 - - T SLOPE - 2-10 years XX g
25 M190312332 KAHUTTE - Railing 615 DEPARTURE OF TOB 2-10 YEARS XX b
26 M190312346 KAHUTTE RAILING - 840 - Left Access XX
27 M190312457 PLAYFUL RAILING - KA'HUTE LABYRINTH XX b
28 M190611625 SUSPENSION BRIDGE NET - STRAIGHT BEAM XX h
29 M190712324 ROOF - KA'HUTE Extension XX
30 M190712424 ROOF - KA'HUTE Telepheric Departure XX af
31 M190812285 KA'HUTE - WALL BENCH xx aa
32 M191711642 ALUMINUM BATTEN - 45x45L - 615 - SUSPENSION BRIDGE NET + 2 BRACKETS 00
33 M191712682 ALU TASSEL - 45x45L - 615 - KA'HUTE SLIDE 00 DRILL BUTT FOR STARBOARD SLIDE A
34 M191810563 STARTING POST ASSEMBLY H=4000 Xx o
35 M191810564 ARRIVAL POST ASSEMBLY H=3000 XX g
36 M200114470 DOUBLE CLIMBING WALL KA'HUTE 90-120 XX b
37 M200114540 2017 KA'HUTE ACCESS HANDLE XX
38 M240523195 SLIDE - 120 - AVOLO STAINLESS STEEL SHED XX
39 M240523198 SLIDE - 090 - AVOLO INOX XX
40 P130202098-30 FLOOR - Triangle Floor 30 f
41 P140206930-30 FLOOR - CABLE CAR DEPARTURE 30 g
42 P160211736-30 AVOLO SQUARE FLOOR LOW NET INCLINED DECK 30
43 P180224474-30 DEPARTURE FLOOR - CABLE CAR - TOWER 30
44 45 46 47 48 49 50 51 52 53 54 55BA90B27937-00 SEALING - KA HUTE Boarding Net - Short - 2019 00 ffa
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Long Sealing s
Iltem Code DESIGNATION seit DESIGNATION 1 00 DESIGNATION 2 Index
30000296 SEALING FOOT - 50x50 TUBE - LONG : 00 b
2054 ALUMINUM SEALING - LONG u 00 C
1303271 SEALING FOOT - ALUMINUM TUBE 60x60 - LONG u 00 c
A12-3004-V-60x60-A10 Al 4-V-60x60-A10 00 2280 N
A12-3 -V-60x60-A11 Al 4-V-60x60-A11 00 2280 n
A12-3 2 A 4-V-60x60-A12 00 2795 o
A12-3 3 A 4-V-60x60-A13 00 2795
A A12-3004-V-ALU-Al 00 2867.66
Al A12-3004-V-ALU-A2 00 2867.66
A A12-3004-V-ALU-A3 00 2617.94
A Al2 U-Ad 00 2370 -
Al Al2 LU-A5 00 2370 -
A Al2: LU-A6 00 2617.94
No. A A12-3 U-A7 00 2343
1 A Al2- -A8 00 2090
2 A A12-3004-V-ALU-A9 00 2090
3 ALUMINUM BATTEN - 45x45L - 615 - STANDARD 00
4 ALUMINUM BUTT - 45><30 615 - STANDARD 00 aaa
5 ALUMINUM POST CAP 60x60 00 -
6 RIGHT DESCENT MASTS 150 - OSMOZ SHORT/LONG b
7 FURNITURE - FLAG Cable car 6-14 years XX f
8 ALU BUTTON - 45x45L -TOB AVOLO 00 b
9 FLOOR DEPARTURE BAND xx
10 FLOOR DEPARTURE BAND xx- LEFT
11 HALF MOOI ET-90 XX fid
12 BLE CAR ASSEMBLY L=10M L=10m - xx c
13 FURNITURE FLAG Cable car 6+ years Arrival TE f
14 M180308272 FACING ACCESS NE XX
15 M180308302 KAHUTE - FACE MAT DESCENT 120 left XX ff
16 060 KA'HUTE 120 BOARDING NET XX
17 070 KAHUTE ROOF 2 XX if
18 17 ALUMINUM CLEATS - 45x45L - BOARDING NET - KAHUTTE 00 -
19 0 MANUFACTURER'S PLATE 2017 - 1 HPL 00 b
20 MANUFACTURER'S PLATE 2017 - 1 HPL ON POST 00
21 2017 KA'HUTE ACCESS HANDLE - HPL LEFT XX aa
22 2017 KA'HUTE ACCESS HANDLE - RIGHT HPL XX a
23 0 INCLINED ACCESS STAIRCASE 090 KA'HUTE - WIDTH 615 XX b
24 TOB KAHUTE RAILING - 3 ENTRANCE FACADE - LEFT SLOPE - 2-10 years XX N
25 0 KAHUTTE - Railing 615 DEPARTURE OF TOB 2-10 YEARS XX b
26 0 KAHUTTE RAILING - 840 - Left Access XX e
27 0 PLAYFUL RAILING - KAHUTE LABYRINTH XX b
28 0 SUSPENSION BRIDGE NET - STRAIGHT BEAM XX h
29 07 ROOF - KA'HUTE Extension XX o
30 907. ROOF - KA'HUTE Telepheric Departure XX
31 M190812285 KA'HUTE - WALL BENCH xx e
32 M191711642 ALUMINUM BATTEN - 45x45L - 615 - SUSPENSION BRIDGE NET + 2 BRACKETS o 00 -
33 M191712682 ALU TASSEL - 45x45L - 615 - KAHUTE SLIDE 00 R T ARBOARD -
34 M191810563 STARTING POST ASSEMBLY H=4000 XX g
35 M191810564 ARRIVAL POST ASSEMBLY H=3000 XX g
36 200114470 DOUBLE CLIMBING WALL KA'HUTE 90-120 XX b
37 200114540 2017 KA'HUTE ACCESS HANDLE XX -
38 240523195 SLIDE - 120 - AVOLO STAINLESS STEEL SHED XX -
39 240523198 SLIDE - 090 - AVOLO INOX XX o
40 P130202098-30 FLOOR - Triangle Floor 30 f
41 P140206930-30 FLOOR - CABLE CAR DEPARTURE 30 g
42 P160211736-30 AVOLO SQUARE FLOOR LOW NET INCLINED DECK 30
43 P180224474-30 DEPARTURE FLOOR - CABLE CAR - TOWER 30 ff
44 45 46 47 48 49 50 51 52 53 54 59553032 7938-00 SEALING - KA HUTE Boarding Net - Long - 2019 00 -
7 .
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TECHNICAL VIEW
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* Free fall height
EN 1176 normative reference
H: Total height of the equipment
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TECHNICAL VIEW

(l

Extract from NF EN 1176-4 2017

4.13 Longueur du cable
La longueur du cable & partir du siége, i, doit étre d'au moins 2 100 mm, la mesure étant effectuée
comme illustré a la Figure 2, sauf si elle peut étre réduite 4 1 800 mm minimum au cas oli les parties

mobiles du chariot sont fermées, ne sont pas accessibles aux utilisateurs et il n'y a pas de risque de
coincement d'un doigt.

La longueur du cable & partir de la poignée, Cz, doit étre d’au moins 300 mm, la mesure étant effectuée
comme illustré i la Figure 2.

- —

Dimensions en millimétres

o
| £ \
4 AL / Pl & L LS ey g
Légende
1 longueur du cible A partir du siége Hi garde au sol
Cz  longueur du cédble a partir de la poignée H>  hauteur de chute libre

Figure 2 — Détermination de la longueur du cible, de la garde au sol et de la hauteur
de chute libre

Prohibition of overlapping the impact surfaces of two different pieces of equipment
as soon as a piece of equipment presents a forced movement (slide, spring,
cable car, descent mast, turnstile, etc.)

The seat in the stop does not

must not be located above

180 minimum

the starting platform ﬂ b

* Free fall height
EN 1176 normative reference
H: Total height of the equipment
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B TECHNICAL RECOMMENDATIONS oL,

Departure/arrival
level adjustment

SPRING POSITION
UNCOMPRESSED

spring attachment

SPRING POSITION
TOTALLY COMPRESSED

200 mini

35 mini from the ground

* Free fall height
EN 1176 normative reference
H: Total height of the equipment
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IMPLEMENTATION PLAN
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LEGEND

Sealing
stainless steel post

or aluminum
Sealing
80x80

aluminum post
Sealing
tube @42.4

Sealing
50x50 tube

Sealing
45x45 tube

Sealing
Boarding net

Sealing
Spring

Sealing
Carousel

Sealing
Direct

Sealing
60x60 tube

Sealing
Tob COOL

Sealing
Tob Post
Spiral

Sealing

Slide

Tunnel

0000000 00000

Sealing
- Type "HEXA"

Sealing
AERIAL Tour

FOR DETAILS OF
SEALS REFER TO THE
CORRESPONDING
FOUNDATION
NOTICES
TO COLOR CODES
PLAN A SOIL STUDY
IF NECESSARY.
Minimum ground resistance: 1.5bar
(15t/m?)
Maximum wind load:
230km/h
Maximum snow load:
9.5kN/m2

IF THESE VALUES ARE EXCEEDED,
PLEASE CONTACT THE DESIGN
OFFICE TO SIZE THE R

FOUNDATIONS & =y

1971

722

KA 12-3004-V
AREA: 143m?

[—371

T——304

2

429,464

499
5 — 530

Ny

= 548

~ BE CAREFUL OF THE HEAT GENERATION

= BY METAL PARTS

SUNNY DAYS

1117
1138

1413

1819

1553

10—

1/100

—
1796

ORIENTATION OF THE SLIDES A,
NORTH / NORTH EAST / NORTH WEST ¥
EXCEPT STARBOARD OPTION

] ‘
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IMPLEMENTATION PLAN
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LEGEND

Sealing
stainless steel post

or aluminum
Sealing
80x80

aluminum post
Sealing

tube @42.4

Sealing
50x50 tube

Sealing
45x45 tube

Sealing
Boarding net

Sealing
Spring

Sealing
Carousel

Sealing
Direct

Sealing
60x60 tube

Sealing

Tob COOL

Sealing
Tob Post
Spiral

Sealing

Slide

Tunnel

0000000 00000

Sealing

- Type "HEXA"

n the ground

Sealing
AERIAL Tour

CONCRETE PLOT 100x100 thickness 50

1

o
o

o
2| CONCRETE PLOT 150x150 thickness 75

TOTAL CONCRETE VOLUME: 5.38 m3

FOR DETAILS OF
SEALS REFER TO THE
CORRESPONDING
FOUNDATION
NOTICES
TO COLOR CODES

(00 0 O
Co0pDOO(
POOQQOO

[
o
o]
KA 12-3004-V o
[e]
(o]
[e]

CO0O0Ppa0(g

PLAN A SOIL STUDY
IF NECESSARY.

Minimum ground resistance: 1.5bar
(15t/m?)
Maximum wind load:

1092

1/100

230km/h
Maximum snow load:
IF THESE VA?UEE)IS( ’/:‘F/%rEnEZXCEEDED
PLEASE CONTACT THE DESIGN BE CAREFUL OF THE HEAT GENERATION ORIENTATION OF THE SLIDES Al
OFFICE TO SIZE THE BY METAL PARTS ) ] ] ] NORTH / NORTH EAST / NORTH WEST V5
FOUNDATIONS SUNNY DAYS Note: Concrete slabs should still be preferred to concrete blocks in the spitter version. EXCEPT STARBOARD OPTION &
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IMPLEMENTATION PLAN )

o J.

LEGEND

Sealing

CONCRETE PLOT 100x100 thickness 50

stainless steel post

or aluminum

Sealing

80x80
aluminum post

aNaNala

o
gg CONCRETE PLOT 150x150 thickness 75
o

Sealing
tube @42.4

Sealing
50x50 tube

Sealing
45x45 tube

Sealing
Boarding net

Sealing
Spring

Sealing
Carousel

Sealing
Direct

Sealing
60x60 tube

Sealing
Tob COOL

Sealing
Tob Post
Spiral

Sealing

Slide

Tunnel

0000000 00000

Sealing

- Type "HEXA"

on the ground

Sealing
AERIAL Tour

FOR DETAILS OF
SEALS REFER TO THE
CORRESPONDING
FOUNDATION
NOTICES
TO COLOR CODES

PLAN A SOIL STUDY
IF NECESSARY.

Minimum ground resistance: 1.5bar

(15t/m2)
Maximum wind load:
230km/h
Maximum snow load:
9.5kN/m2

IF THESE VALUES ARE EXCEEDED,
PLEASE CONTACT THE DESIGN
OFFICE TO SIZE THE

FOUNDATIONS

No protruding edges
Chamfer

25
50

For a flowing floor, no protruding edges for the sealing
pads because they are located in the impact zone

TOTAL CONCRETE VOLUME: 5.38 m3

ATTENTION :

25
50
o

~ BE CAREFUL OF THE HEAT GENERATION
3 Mool BY METAL PARTS
;""T*; *  SUNNY DAYS
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ORIENTATION OF THE SLIDES Al
NORTH / NORTH EAST / NORTH WEST ¥
EXCEPT STARBOARD OPTION "
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NOMENCLATURE
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No. Item Code DESIGNATION QTY DESIGNATION 1 DESIGNATION 2 SURFACE PIECE
52 M240523194 SLIDE - 120 - AVOLO CABANE STARBOARD XX
53 M240523196 SLIDE - 090 - AVOLO STARBOARD 11 XX
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