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ROOF  -  Palm  tree
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Hint

ME18-3004-P-ALC-B1ME18-3004-P-ALC-B1

ALUMINUM  BUTT  -  45x30  -  615  -  CENTRAL

a01

WALL  -  Closing  180

i

i

ALUMINUM  BATTEN  -  45x45L  -  615  -  WALL

M130300463

M130300956

M130000555

M140102784

M140102808

M180508573

M130700937

M120600161

M130000552

M130001155

M141202696

M130601369

M130000855

M141202666

M140302755

M130000608

M130501575

M130000554

M130300547

M140102785

M190010501

M150504391

M130000549

M130300462

M130800958

M141202668

M130000933

M130700857

M190310550

M130000761

M130601134

-  Stainless  steel  slide  -

50x50  TUBE  SEALING  -  SPITTER  BRACKET

ACCESS  -  NET  -  Rung  ALUMINUM  BOX  POSTS

MANUFACTURER'S  PLATE  2017  -  1  HPL

JUNGLE  BAMBOO  RAILING

ME18-3004-P-ALU-E3

ME18-3004-P-ALU-E1

ME18-3004-P-ALU-E2

ME18-3004-P-ALU-E1

ME18-3004-P-ALU-E3

ME18-3004-P-ALU-E2
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DESIGNATION  2DESIGNATION  1

RIGHT  DESCENT  MASTS  180

ALUMINUM  BATTEN  -  45x45L  -  615  -  CURVED  BARS

ME18-3004-P-ALC-D12

ME18-3004-P-ALC-D10

ME18-3004-P-ALC-D11

ME18-3004-P-ALC-D10

ME18-3004-P-ALC-D12

ME18-3004-P-ALC-D11

RAILING  -  Right  access

ALUMINUM  BATTEN  -  45x45L  -  615  -  SLIDE

SEALING  FOOT  -  ALUMINUM  BOX  -  WITH  SPITTER

No.

ROUNDED  WALKWAY

g
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g

g

g

Spitter  Modules  Nomenclature

INDEX  a

FLOOR  -  Trapeze  Floor

ALUMINUM  SEAL  -  A  SPITTER

RAILING  -  Tob  Quali  4-14  years  PF
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ACCESS  -  SAFETY  BAR  POSTS  ALUMINUM  BOX

ALUMINUM  CLEATS  -  45x45L  -  615  -  TUBE  THREAD

M141302913

M241322413

M131302052

M130000935

M241321987

ALUMINUM  POST  CAP

ME18-3004-P-ALC-D6

ME18-3004-P-ALC-D3

ME18-3004-P-ALC-D9

ME18-3004-P-ALC-D7

ME18-3004-P-ALC-D1

ME18-3004-P-ALC-D7

ME18-3004-P-ALC-D1

ME18-3004-P-ALC-D3

ME18-3004-P-ALC-D5

ME18-3004-P-ALC-D8

ME18-3004-P-ALC-D4 ME18-3004-P-ALC-D4

ME18-3004-P-ALC-D6

ME18-3004-P-ALC-D2

ME18-3004-P-ALC-D5

ME18-3004-P-ALC-D8

ME18-3004-P-ALC-D2

ME18-3004-P-ALC-D9

SLIDE  -  180  -  TUBE  -  2014  -  WITHOUT  SEALING

A  SPITTER

A  SPITTER

SEALING  FOOT  -  TOB  TUBE  -  SPITTER

ME  18-3004-Pxx-A

10/20/2022

QTY

VERTICAL  NET  150-180  LEVEL  PASS
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FLOOR  -  Diamond  Floor

PLAYFUL  RAILING  -  LABYRINTH

DESIGNATION

ME18-3004-P-ALC-A1ME18-3004-P-ALC-A1
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FURNITURE  -  RIGHT  BENCH

Item  Code

ALUMINUM  BATTEN  -  45x45L  -  615  -  STANDARD

00  -  SPITTER

HAT  +  HEADBAND  1530

HAT  +  HEADBAND  1250

HAT  +  HEADBAND  2370

ROOF  -  Tree
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ASSEMBLY  -  ACCESS  -  CURVED  BARS

SLIDE  -  180  -  JUNGLE

ALUMINUM  BATTEN  -  45x45L  -  615  -  STEP  FOOTBRIDGE  +  ROPE  BRIDGE

ME18-3004-P-ALC-C1ME18-3004-P-ALC-C1

M140502788-0001

b

d

b

d

b

b

SINGLE  CLIMBING  WALL  180  -  WITHOUT  SEALING
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ALUMINUM  BUTT  -  45x30  -  615  -  STANDARD
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ROOF  -  Palm  tree

SEALING  FOOT  -  ALUMINUM  BOX  -  SHORT  -  WALL  BAR

3004-Ixx-B/Quantity

JUNGLE  RAILING
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ME18-3004-P-ALC-B1ME18-3004-P-ALC-B1

ALUMINUM  BUTT  -  45x30  -  615  -  CENTRAL

i

i

WALL  -  Closing  180

c

c

c

c

ALUMINUM  BATTEN  -  45x45L  -  615  -  WALL

M141202666

M130000761

M130601134

M190010501

M130300956

M140102808

M130000555

M150504391

M130300463

M130000552

M140102784

M130601369

M130001155

M120600161

M130700937

M140502791

M141202668

M130501575

M130000608

M130000855

M140302755

M190310550

M140102785

M130000554

M130300547

M130800958

M130000549

M130300462

M141202696

M130000933

M130700857

-  Stainless  steel  slide  -

ALUMINUM  SEALING  -  SHORT

ACCESS  -  NET  -  Rung  ALUMINUM  BOX  POSTS

Assembly  -  TOB  TUBE  INSTALLATION  WEDGE  2014

JUNGLE  BAMBOO  RAILING

ME18-3004-P-ALU-E2

ME18-3004-P-ALU-E1

ME18-3004-P-ALU-E3

ME18-3004-P-ALU-E1

ME18-3004-P-ALU-E2

ME18-3004-P-ALU-E3
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DESIGNATION  1  DESIGNATION  2

SLIDE  -  180  -  TUBE  -  2014  -  WITHOUT  SEALING

ALUMINUM  BATTEN  -  45x45L  -  615  -  CURVED  BARS

ME18-3004-P-ALC-D11
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ME18-3004-P-ALC-D12

ME18-3004-P-ALC-D10

ME18-3004-P-ALC-D11

ME18-3004-P-ALC-D12

RAILING  -  Right  access

ALUMINUM  BATTEN  -  45x45L  -  615  -  SLIDE

SEALING  FOOT  -  ALUMINUM  BOX  -  SHORT

ME  18-3004-Pxx-B/ME  18-

ROUNDED  WALKWAY
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Nomenclature  Modules  Short  Sealing

INDEX  a

FLOOR  -  Diamond  Floor

SEALING  FOOT  -  50x50  TUBE  -  SHORT

RAILING  -  Tob  Quali  4-14  years  PF

SHORT/LONG

SHORT/LONG
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ACCESS  -  SAFETY  BAR  POSTS  ALUMINUM  BOX

ALUMINUM  CLEATS  -  45x45L  -  615  -  TUBE  THREAD

M141302902

M241321990

M131302053

M130001094

M241322442

ALUMINUM  POST  CAP

ME18-3004-P-ALC-D7

ME18-3004-P-ALC-D1

ME18-3004-P-ALC-D9

ME18-3004-P-ALC-D2

ME18-3004-P-ALC-D8

ME18-3004-P-ALC-D9

ME18-3004-P-ALC-D5

ME18-3004-P-ALC-D1

ME18-3004-P-ALC-D7

ME18-3004-P-ALC-D6

ME18-3004-P-ALC-D8

ME18-3004-P-ALC-D3

ME18-3004-P-ALC-D5

ME18-3004-P-ALC-D4

ME18-3004-P-ALC-D6

ME18-3004-P-ALC-D3

ME18-3004-P-ALC-D2

ME18-3004-P-ALC-D4

HAT  +  HEADBAND  2370

HAT  +  HEADBAND  1250

HAT  +  HEADBAND  1530
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SEALING  FOOT  -  TUBE  Ø42.4  -  SHORT

ME  18-3004-Pxx-B

10/20/2022

ASSEMBLY  -  ACCESS  -  CURVED  BARS

VERTICAL  NET  150-180  LEVEL  PASS
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2017  HANDLE  -  DESCENT  MAST

PLAYFUL  RAILING  -  LABYRINTH

DESIGNATION

ME18-3004-P-ALC-A1ME18-3004-P-ALC-A1
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FURNITURE  -  RIGHT  BENCH

Item  Code

ALUMINUM  BATTEN  -  45x45L  -  615  -  STANDARD

b

b

d

d

b

b

RIGHT  DESCENT  MASTS  180

ROOF  -  Tree

TWISTED  MONKEY  BRIDGE  NET

No. Hint

STANDARD  2017

FLOOR  -  Trapeze  Floor

SLIDE  -  180  -  JUNGLE

ALUMINUM  BATTEN  -  45x45L  -  615  -  STEP  FOOTBRIDGE  +  ROPE  BRIDGE

ME18-3004-P-ALC-C1 ME18-3004-P-ALC-C1

M161305067-0001

M140502788-0001
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SINGLE  CLIMBING  WALL  180  -  WITHOUT  SEALING
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ALUMINUM  BUTT  -  45x30  -  615  -  STANDARD
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SHORT/LONG

SHORT/LONG

ALUMINUM  POST  CAP

ME18-3004-P-ALC-D7

ME18-3004-P-ALC-D1

ME18-3004-P-ALC-D9

ME18-3004-P-ALC-D2

ME18-3004-P-ALC-D8

ME18-3004-P-ALC-D9

ME18-3004-P-ALC-D5

ME18-3004-P-ALC-D1

ME18-3004-P-ALC-D7

ME18-3004-P-ALC-D6

ME18-3004-P-ALC-D8

ME18-3004-P-ALC-D3

ME18-3004-P-ALC-D5

ME18-3004-P-ALC-D4

ME18-3004-P-ALC-D6

ME18-3004-P-ALC-D3

ME18-3004-P-ALC-D4

ME18-3004-P-ALC-D2

HAT  +  HEADBAND  1530

HAT  +  HEADBAND  1250

HAT  +  HEADBAND  2370

VERTICAL  NET  150-180  LEVEL  PASS

ASSEMBLY  -  ACCESS  -  CURVED  BARS
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SEALING  FOOT  -  TUBE  Ø42.4  -  LONG

ME  18-3004-Pxx-C

ME18-3004-P-ALC-A1ME18-3004-P-ALC-A1

PLAYFUL  RAILING  -  LABYRINTH

DESIGNATION

INDEX  a

2017  HANDLE  -  DESCENT  MAST

Item  Code

ALUMINUM  BATTEN  -  45x45L  -  615  -  STANDARD

b

d

b

b

b

d

b

b

FURNITURE  -  RIGHT  BENCH

No.

ROOF  -  Tree

TWISTED  MONKEY  BRIDGE  NET

Hint

RIGHT  DESCENT  MASTS  210

g

g

g

g

g

ALUMINUM  BATTEN  -  45x45L  -  615  -  STEP  FOOTBRIDGE  +  ROPE  BRIDGE

ME18-3004-P-ALC-C1ME18-3004-P-ALC-C1

FLOOR  -  Trapeze  Floor

SLIDE  -  180  -  JUNGLE

10/20/2022
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SINGLE  CLIMBING  WALL  180  -  WITHOUT  SEALING
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M161305067-0001

M140502788-0001

P130202100-30

P130202010-30

P130301757-00

JUNGLE  RAILING

4/11

MANUFACTURER'S  PLATE  2017  -  1  HPL

Document  established  in  accordance  with  the  standards  in  force  on  04/01/2025

00

12

11

29

47

00

00

00

18

36

54

00

00

00

00

00

25

43

00

00

00

00

14

32

50

46

00

21

39

35

53

00

57

00

00

10

28

24

42

13

00

17

00

13

31

49

00

00

10

00

00

30

20

38

56

00

10

00

27

45

00

30

16

34

00

52

00

00

23

41

59

55

00

00

00

12

30

48

26

44

00

19

37

15

51

33

00

00

00

00

00

22

40

58
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ROOF  -  Palm  tree

SEALING  FOOT  -  ALUMINUM  BOX  -  LONG  -  WALL  BAR
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WALL  -  Closing  180

ME18-3004-P-ALC-B1ME18-3004-P-ALC-B1

ALUMINUM  BUTT  -  45x30  -  615  -  CENTRAL

-  Stainless  steel  slide  -

ALUMINUM  SEALING  -  LONG

ALUMINUM  BATTEN  -  45x45L  -  615  -  WALL

M130000761

M130601134

M190010501

M130300956

M140102808

M130000555

M150504391

M130300463

M130000552

M140102784

M130001155

M120600161

M130700937

M141202668

M130601369

M140502793

M130000855

M130501575

M130000608

M140302755

M190310550

M140102785

M130000554

M130300547

M130800958

M130000549

M130300462

M141202696

M141202666

M130000933

M130700857

ACCESS  -  NET  -  Rung  ALUMINUM  BOX  POSTS

c
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3670
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ME18-3004-P-ALU-E3

ME18-3004-P-ALU-E1

ME18-3004-P-ALU-E2

ME18-3004-P-ALU-E1

ME18-3004-P-ALU-E2

ME18-3004-P-ALU-E3

Assembly  -  TOB  TUBE  INSTALLATION  WEDGE  2014

JUNGLE  BAMBOO  RAILING

ME18-3004-P-ALC-D12

ME18-3004-P-ALC-D10

ME18-3004-P-ALC-D11

ME18-3004-P-ALC-D10

ME18-3004-P-ALC-D11

ME18-3004-P-ALC-D12

SLIDE  -  180  -  TUBE  -  2014  -  WITHOUT  SEALING

ALUMINUM  BATTEN  -  45x45L  -  615  -  CURVED  BARS
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DESIGNATION  2DESIGNATION  1

SEALING  FOOT  -  ALUMINUM  BOX  -  LONG

ME  18-3004-Pxx-C/ME  18-

RAILING  -  Right  access

ALUMINUM  BATTEN  -  45x45L  -  615  -  SLIDE

ROUNDED  WALKWAY

i

i

FLOOR  -  Diamond  Floor

SEALING  FOOT  -  50x50  TUBE  -  LONG

RAILING  -  Tob  Quali  4-14  years  PF

STANDARD  2017

Nomenclature  Modules  Long  Sealing

ALUMINUM  CLEATS  -  45x45L  -  615  -  TUBE  THREAD
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M241322443
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ACCESS  -  SAFETY  BAR  POSTS  ALUMINUM  BOX
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Note:  The  thread  inserts  are  pre-assembled  in  the  socket  nuts
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