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EX 18-2041-Pxx-A

Spitter Modules Nomenclature
- Stainless steel slide -

oLy,

No. Item Code DESIGNATION QTY 2 DESIGNATION 1 DESIGNATION 2 Hint
M130000935 ALUMINUM SEAL - A SPITTER 3 00 c
1 M131302052 50x50 TUBE SEALING - SPITTER BRACKET 7 00 f
2 M141302055 STAINLESS STEEL SEAL - WITH SPITTER 2 00 b
3 M161304800 SEALING FOOT - STAINLESS STEEL POST WALL BARS - SPITTER 3 00 b
4 M130000549 ALUMINUM BATTEN - 45x45L - 615 - STANDARD 2 00 f
5 M130000554 ALUMINUM BATTEN - 45x45L - 615 - WALL 1 00 d
6 M130000555 ALUMINUM BUTT - 45x30 - 615 - STANDARD 1 00 f
78 M130000761 ALUMINUM BUTT - 45x30 - 615 - CENTRAL 00 c
0 M130000855 ALUMINUM BATTEN - 45x45L - S&EKéfTEP WALKWAY + BRIDGE ) 0 b
10 M130000933 ALUMINUM POST CAP 2 00 b
11 M130001155 ALUMINUM BATTEN - 45x45L - 615 - CURVED BARS 1 00 d
12 M130100624 VERTICAL ACCESS CLIMBING 180 1 XX g
13 M130300463 JUNGLE RAILING 1 XX f
14 M130600293 HALF MOON NET - 150-180 1 XX |
15 M130600890 VERTICAL TWISTED THREAD - 150-180 XX h
16 M130600902 NET - MONKEY BRIDGE - Narrow Rigid Footbridge 11 XX i
17 M130700857 ROOF - Palm tree ' XX f
18 M130700937 ROOF - Tree : XX f
19 M140102785 ACCESS - NET - Rung STAINLESS STEEL POSTS 1 00 b
20 M140102801 ACCESS - SAFETY BARS ALUMINUM-STAINLESS STEEL POSTS 1 00 b
21 M140302755 RAILING - Right access i XX f
22 M140302957 RAILING - Tob Quali 4-14 years PF - TOB MULTI-TRACK R XX f
23 M140302959 RAILING - Tob Quali 4-14 years old - TOB MULTI-TRACK . XX f
24 M140502788-0001 WALL - Closing 180 : 10 f
25 M140502954 SLIDE - 180 - MULTI-TRAILS - JUNGLE : XX g
26 M141202668 HAT + HEADBAND 1530 1 XX f
27 M141202691 HAT + HEADBAND 2090 1 XX f
28 M141202696 HAT + HEADBAND 2370 s XX f
29 M141202718 HAT + HEADBAND 2930 1 XX f
30 M141602787 ACCESS - STEP STAINLESS STEEL POSTS s 00 C
31 M141602812 ACCESS - STEP STAINLESS STEEL - ALUMINUM POSTS s 00 c
32 M141702357 ALUMINUM BATTEN - 45x45L - 1320 - DOUBLE SLIDE 1 00 b
33 M180508573 RIGHT DESCENT MASTS 180 ' 00 - SPITTER 00 A SPITTER a0l
34 M190010501 MANUFACTURER'S PLATE 2017 - 1 HPL B b
35 M190110542 2017 ACCESS HANDLE - POST 2 XX f
36 M190110701 HALF-MOON NET ACCESS HANDLE 2017 - RIGHT POST 1 XX f
37 M190310550 2017 HANDLE - DESCENT MAST 2 XX f
38 M230120475 ACCESS - NET - Rung STAINLESS STEEL POSTS - ALUMINUM . 00
39 ME18-2041-P-ALU-E1 ME18-2041-P-ALU-E1 ' 00 3670 -
40 ME18-2041-P-ALU-E2 ME18-2041-P-ALU-E2 1 00 3670
a1 ME18-2041-P-INOX-Al ME18-2041-P-INOX-Al ' 00 1530
42 ME18-2041-P-INOX-B1 ME18-2041-P-INOX-B1 1 00 2090
43 ME18-2041-P-INOX-C1 ME18-2041-P-INOX-C1 1 00 2370
44 ME18-2041-P-INOX-C2 ME18-2041-P-INOX-C2 ' 00 2370 -
45 ME18-2041-P-INOX-C3 ME18-2041-P-INOX-C3 ' 00 2370
46 ME18-2041-P-INOX-C4 ME18-2041-P-INOX-C4 1 00 2370
47 ME18-2041-P-INOX-C5 ME18-2041-P-INOX-C5 1 00 2370
48 ME18-2041-P-INOX-C6 ME18-2041-P-INOX-C6 1 00 2370
49 ME18-2041-P-INOX-D1 ME18-2041-P-INOX-D1 1 00 2930
50 P130202010-30 FLOOR - Diamond Floor : 30 f
51 P130202098-30 FLOOR - Triangle Floor ' 30 f
52 P130202099-30 FLOOR - Wide trapeze floor 1 30 f
53 P180323366-00 ASSEMBLY - ACCESS - CURVED BARS 1 180 - SPITTER A SPITTER f
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EX 18-2041-Pxx-B Nomenclature Modules Short Sealing
- -Pxx- | | 0
- Stainless steel slide - 323

No. Item Code DESIGNATION EX 18-2041-Pxx-B/Quantity DESIGNATION 1 DESIGNATION 2 Hint

M130001094 SEALING FOOT - 50x50 TUBE - SHORT 3 00 f
1 M131302053 ALUMINUM SEALING - SHORT 2 00 c
2 M141302056 STAINLESS STEEL SEALING - SHORT 7 00 b
3 M161305750 SEALING FOOT - STAINLESS STEEL POST WALL BARS - SHORT 2 XX f
4 M130000549 ALUMINUM BATTEN - 45x45L - 615 - STANDARD s 00 f
5 M130000554 ALUMINUM BATTEN - 45x45L - 615 - WALL 2 00 d
6 M130000555 ALUMINUM BUTT - 45x30 - 615 - STANDARD 00 f
78 M130000761 ALUMINUM BUTT - 45x30 - 615 - CENTRAL 11 00 c
0 M130000855 ALUMINUM BATTEN - 45x45L - SCZI)_EKEYSTEP WALKWAY + BRIDGE ) 00 b
10 M130000933 ALUMINUM POST CAP 2 00 b
11 M130001155 ALUMINUM BATTEN - 45x45L - 615 - CURVED BARS ' 00 d
12 M130100624 VERTICAL ACCESS CLIMBING 180 1 XX g
13 M130300463 JUNGLE RAILING ' XX f
14 M130600293 HALF MOON NET - 150-180 ' XX |
15 M130600890 VERTICAL TWISTED THREAD - 150-180 : XX h
16 M130600902 NET - MONKEY BRIDGE - Narrow Rigid Footbridge 1 XX i
17 M130700857 ROOF - Palm tree . XX f
18 M130700937 ROOF - Tree 1 XX f
19 M140102785 ACCESS - NET - Rung STAINLESS STEEL POSTS ; 00 b
20 M140102801 ACCESS - SAFETY BARS ALUMINUM-STAINLESS STEEL POSTS . 00 b
21 M140302755 RAILING - Right access . XX f
2 M140302957 RAILING - Tob Quali 4-14 years PF - TOB MULTI-TRACK ; XX f
23 M140302959 RAILING - Tob Quali 4-14 years old - TOB MULTI-TRACK . XX f
24 M140502788-0001 WALL - Closing 180 : 10 f
25 M140502791 RIGHT DESCENT MASTS 180 ' 00 SHORT/LONG a0l
26 M140502954 SLIDE - 180 - MULTI-TRAILS - JUNGLE ' XX g
27 M141202668 HAT + HEADBAND 1530 : XX f
28 M141202691 HAT + HEADBAND 2090 : XX f
29 M141202696 HAT + HEADBAND 2370 [ XX f
30 M141202718 HAT + HEADBAND 2930 1 XX f
3 M141602787 ACCESS - STEP STAINLESS STEEL POSTS s 00 c
32 M141602812 ACCESS - STEP STAINLESS STEEL - ALUMINUM POSTS 5 00 c
33 M141702357 ALUMINUM BATTEN - 45x45L - 1320 - DOUBLE SLIDE 1 00 b
34 M190010501 MANUFACTURER'S PLATE 2017 - 1 HPL . 00 b
35 M190110542 2017 ACCESS HANDLE - POST . XX f
36 M190110701 HALF-MOON NET ACCESS HANDLE 2017 - RIGHT POST 1 XX f
37 M190310550 2017 HANDLE - DESCENT MAST : XX f
38 M230120475 ACCESS - NET - Rung STAINLESS STEEL POSTS - ALUMINUM : 00 -
39 ME18-2041-P-ALU-E1 ME18-2041-P-ALU-E1 1 00 3670
40 ME18-2041-P-ALU-E2 ME18-2041-P-ALU-E2 1 00 3670 s
a1 ME18-2041-P-INOX-Al ME18-2041-P-INOX-Al 1 00 1530
42 ME18-2041-P-INOX-B1 ME18-2041-P-INOX-B1 1 00 2090
43 ME18-2041-P-INOX-C1 ME18-2041-P-INOX-C1 1 00 2370
44 ME18-2041-P-INOX-C2 ME18-2041-P-INOX-C2 : 00 2370
45 ME18-2041-P-INOX-C3 ME18-2041-P-INOX-C3 1 00 2370
46 ME18-2041-P-INOX-C4 ME18-2041-P-INOX-C4 1 00 2370 -
41 ME18-2041-P-INOX-C5 ME18-2041-P-INOX-C5 : 00 2370 -
48 ME18-2041-P-INOX-C6 ME18-2041-P-INOX-C6 ! 00 2370
49 ME18-2041-P-INOX-D1 ME18-2041-P-INOX-D1 1 00 2930
50 P130202010-30 FLOOR - Diamond Floor : 30 f
51 P130202098-30 FLOOR - Triangle Floor 1 30 f
52 P130202099-30 FLOOR - Wide trapeze floor 1 30 f
53 P130301757-00 ASSEMBLY - ACCESS - CURVED BARS 1 00 SHORT/LONG f
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EX 18-2041-Pxx-C

Nomenclature Modules Long Sealing
- Stainless steel slide -

oLy,

No. Item Code DESIGNATION EX 18-2041-Pxx-C/Quantity 327 2 3 DESIGNATION 1 DESIGNATION 2 Hint
M130000296 SEALING FOOT - 50x50 TUBE - LONG 00 b
1 M131302054 ALUMINUM SEALING - LONG 00 c
2 M141302057 STAINLESS STEEL SEALING - LONG 00 b
3 M161304799 SEALING FOOT - STAINLESS STEEL POST WALL BARS - LONG XX f
4 M130000549 ALUMINUM BATTEN - 45x45L - 615 - STANDARD 00 f
5 M130000554 ALUMINUM BATTEN - 45x45L - 615 - WALL 00 d
6 M130000555 ALUMINUM BUTT - 45x30 - 615 - STANDARD 00 f
78 M130000761 ALUMINUM BUTT - 45x30 - 615 - CENTRAL 211 00 [
9 M130000855 ALUMINUM BATTEN - 45x45L - SgSKéfTEP WALKWAY + BRIDGE 2 00 b
10 M130000933 ALUMINUM POST CAP 2 00 b
11 M130001155 ALUMINUM BATTEN - 45x45L - 615 - CURVED BARS 1 00 d
12 M130100624 VERTICAL ACCESS CLIMBING 180 1 XX g
13 M130300463 JUNGLE RAILING 1 XX f
14 M130600293 HALF MOON NET - 150-180 f XX |
15 M130600890 VERTICAL TWISTED THREAD - 150-180 XX h
16 M130600902 NET - MONKEY BRIDGE - Narrow Rigid Footbridge 11 XX i
17 M130700857 ROOF - Palm tree \ XX f
18 M130700937 ROOF - Tree : XX f
19 M140102785 ACCESS - NET - Rung STAINLESS STEEL POSTS . 00 b
20 M140102801 ACCESS - SAFETY BARS ALUMINUM-STAINLESS STEEL POSTS , 00 b
21 M140302755 RAILING - Right access . XX f
22 M140302957 RAILING - Tob Quali 4-14 years PF - TOB MULTI-TRACK . XX f
23 M140302959 RAILING - Tob Quali 4-14 years old - TOB MULTI-TRACK ' XX f
24 M140502788-0001 WALL - Closing 180 : 10 f
25 M140502793 RIGHT DESCENT MASTS 210 R 00 SHORT/LONG
26 M140502954 SLIDE - 180 - MULTI-TRAILS - JUNGLE . XX g
27 M141202668 HAT + HEADBAND 1530 1 XX f
28 M141202691 HAT + HEADBAND 2090 2 XX f
29 M141202696 HAT + HEADBAND 2370 s XX f
30 M141202718 HAT + HEADBAND 2930 : XX f
31 M141602787 ACCESS - STEP STAINLESS STEEL POSTS 5 00 c
32 M141602812 ACCESS - STEP STAINLESS STEEL - ALUMINUM POSTS ) 00 c
33 M141702357 ALUMINUM BATTEN - 45x45L - 1320 - DOUBLE SLIDE 1 00 b
34 M190010501 MANUFACTURER'S PLATE 2017 - 1 HPL ' 00 b
35 M190110542 2017 ACCESS HANDLE - POST 2 XX f
36 M190110701 HALF-MOON NET ACCESS HANDLE 2017 - RIGHT POST 1 XX f
37 M190310550 2017 HANDLE - DESCENT MAST 2 XX f
38 M230120475 ACCESS - NET - Rung STAINLESS STEEL POSTS - ALUMINUM R 00 .
39 ME18-2041-P-ALU-E1 ME18-2041-P-ALU-E1 1 00 3670 s
40 ME18-2041-P-ALU-E2 ME18-2041-P-ALU-E2 1 00 3670 s
41 ME18-2041-P-INOX-Al ME18-2041-P-INOX-Al 1 00 1530
42 ME18-2041-P-INOX-B1 ME18-2041-P-INOX-B1 1 00 2090
43 ME18-2041-P-INOX-C1 ME18-2041-P-INOX-C1 1 00 2370 s
44 ME18-2041-P-INOX-C2 ME18-2041-P-INOX-C2 1 00 2370 s
45 ME18-2041-P-INOX-C3 ME18-2041-P-INOX-C3 1 00 2370 s
46 ME18-2041-P-INOX-C4 ME18-2041-P-INOX-C4 1 00 2370
47 ME18-2041-P-INOX-C5 ME18-2041-P-INOX-C5 1 00 2370 s
48 ME18-2041-P-INOX-C6 ME18-2041-P-INOX-C6 1 00 2370
49 ME18-2041-P-INOX-D1 ME18-2041-P-INOX-D1 1 00 2930 s
50 P130202010-30 FLOOR - Diamond Floor : 30 f
51 P130202098-30 FLOOR - Triangle Floor 1 30 f
52 P130202099-30 FLOOR - Wide trapeze floor 1 30 f
53 P130301757-00 ASSEMBLY - ACCESS - CURVED BARS 1 00 SHORT/LONG f
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ME 18-2041-P_a ASSEMBLY INSTRUCTIONS @Ml&@
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Note: The thread inserts are pre-assembled in the socket nuts
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ME 18-2041-P_a

ASSEMBLY INSTRUCTIONS

0w L,
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Note: The thread inserts are pre-assembled in the socket nuts
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ME 18-2041-P_a

ASSEMBLY INSTRUCTIONS
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Note: The thread inserts are pre-assembled in the socket nuts
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ME 18-2041-P_a TECHNICAL VIEW
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ME 18-2041-P_a

POST DESIGNATIONS
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ME 18-2041-P_a

IMPLEMENTATION PLAN

LEGEND

Sealing
stainless steel post

or aluminum
Sealing
80x80

aluminum post
Sealing
tube @42.4

Sealing
50x50 tube

Sealing
45x45 tube

Sealing
Boarding net

Sealing
Spring

Sealing
Carousel

Sealing
Direct

Sealing
60x60 tube

Sealing

Tob COOL

Sealing
Tob Post
Spiral

Sealing

Slide

Tunnel

0000000000000

Sealing
- Type "HEXA"

Sealing
AERIAL Tour

FOR DETAILS OF
SEALS REFER TO THE
CORRESPONDING
FOUNDATION
NOTICES
TO COLOR CODES
PLAN A SOIL STUDY
IF NECESSARY.

Minimum ground resistance: 1.5bar

(15t/m?)
Maximum wind load:
230km/h
Maximum snow load:
9.5kN/m2
IF THESE VALUES ARE EXCEEDED,
PLEASE CONTACT THE DESIGN
OFFICE TO SIZE THE
FOUNDATIONS
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BY METAL PARTS
SUNNY DAYS

\f /= BE CAREFUL OF THE HEAT GENERATION

ORIENTATION OF THE SLIDES
NORTH / NORTH EAST / NORTH WEST

EXCEPT STARBOARD OPTION
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()
No. Item Code DESIGNATION QTY DESIGNATION 1 DESIGNATION 2 Hint
25 M130502953 SLIDE - 180 - MULTI-TRAILS - JUNGLE - STARBOARD 1 XX [s]
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